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High Efþciency/Direct Vent
Condensing Upÿow Gas Furnace 
M2RC
Induced Draft ñ 90+ AFUE Input
80,000 & 100,000 Btuh

M2RC Series

Â 100% þred and tested ñ all units and each component 
 (both mechanical and electrical) are tested on the 
 manufacturing line
Â Clean and quiet operation ñ due to the unique design of 
 in-shot burners, location of inducer and use of insulation
Â Fixed 30-second blower delay at burner start-up assures a warm 
 outlet air temperature at furnace start-up. Adjustable blower 
 off settings 
Â Fixed 30-second post purge increases life of heat exchanger
Â Dependable hot surface ignitor ñ Innovative application of an 
 appliance-type ignitor with a 20-year history of reliability, assures no 
 call-backs because of handling.
Â Tubular primary heat exchanger ñ Heavy aluminized steel heat 
 exchanger assures a long life. 
Â Stainless steel secondary heat exchanger assures a long life.
Â 90-second þxed cooling cycle blower-off delay (TDR) increases 
 cooling performance when matched with a NORDYNE coil
Â Approved for direct vent furnace, category IV venting system  
 ñ May be vertically or horizontally vented using a two-pipe  
 system for maximum ÿexibility in installation.
Â Multi-speed direct drive blower ñ Gives a wide range of cooling capacities. 40VA transformer included. 
Â LP convertible ñ Simple burner oriþce and gas valve regulator change for ease of convertibility.
Â Diagnostic light ÿashes to identify limit failure, pressure switch failure and improper ground and polariza- 
 tion ñ easy troubleshooting.
Â 3 amp fuse protection against high and low voltage shorts; protects transformer and control board.
Â Low voltage terminal board for easy þeld wiring.

Especially designed for manufactured housing. May be installed in 
a utility room or closet. ETL design certiþed for use in the U.S. and 
Canada.

    Stock Mfg.           Model  Btu/h Shipping
      No. No.             No.  Cooling Weight

233040 903570 M2RC 08 A-16BN  80,000 160

233041 903572 M2RC 100A-16BN  100,000 168

237942 914958 Coil Box 




