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Application: Dry blown cel-
lulose insulation is used in 
attics and walls. It provices 
resistance to heat ÿow for 
thermal application. Also, it 
provides noise control and 
þre control in residential and 
commercial construction.

UL Certiþcation: Each pack-
age is clearly labeled with UL certiþcatin that meets 
requirements of ASTM-C-739 requirements for 
þre-retardancy. 

Environmentally Friendly: Cellulose insulation is 
one of the safest materials used in home construc-
tion. It is an over 80% recycled product made from 
engineered wood þber obtained primarily from 
newsprint. Contains no carcinogens or health 
hazards. 

All-Direction 
Insulating Foam
Geocel Expanding Foam is ideal 
for hard to reach cracks, holes and 
areas around vents and plumbing or 
electrical outlets. Insulates against 
heat or air conditioning loss and 
blocks the path of pests. Expands 
2-3 times and provides an initial R-
value of 4-5 per inch when cured.  

112010  

InsulSafe4 
Blowing Insulation

 Thermally Efþcient
 Noncombustible
 Noncorrosive
 Acoustically Efþcient
 Odor Free
 Rot And Decay Free
 Fiberglass, So Will Not Give Sustenance To Insects Or Vermin
 Meets All Federal And Local Standards
 Tested And Proven

 Maintains High R-Value in All Conditions
 Fire Resistant
 Mold, Insect and Vermin Resistant
 Environmentally Friendly
 Accoustically Efþcient

270401   25 lb. bag

Professional 50  
Cellulose Blowing Insulation

InsulSafe 4
The world's premier insulation provides outstanding thermal  
performance for safety and energy savings. 27 lb. bag.

270400


