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Uniform poly þlm meeting code requirements of an equivalent 6 mil polyethylene 
sheet. Minimizes the total area needed for ventilation under home. According 
to code: Except in arid regions with dry soil conditions, a uniform 6-mil 
polyethylene sheet material or other acceptable vapor barrier mate-
rial should be installed on the ground surface beneath the home to 
further reduce moisture. Where an acceptable ground vapor barrier 
is installed and one such ventilation opening is within 3 feet of each 
corner of the home, the total area of ventilation openings may be 
reduced to one sq. ft. for every 1,500 sq. ft. of the home.

Constructed of one-ply poly-
ethylene fabric for physical 
strength coated with black 
polyethylene þlm for a posi-
tive moisture barrier. (Not 
self-adhesive.)  

360000  14.5' x 70' 
360001  14.5' x 4'
360010   28" x 100'  
360007   4' x 600'   
360008   16' x 80'  

Bottom 
Board

Premium Bottom 
Board Tape
Seal-Tite #620 with high tack -- a 
heavier adhesive layer, twice the 
thickness of economy cloth tapes, 
for jobs that require exceptionally 
high peel and sheer strength. 2" x 
36 yards/roll.  

360704  24/Ctn.

Black Vapor Barrier

265000 16' x 150'
265004 16' x 100'
265002 20' x 100'

265005 14' x 100'
265001 24' x 100'
265007 20' x 150'

White/Black Vapor Barrier

16' x 100', 6 mil  
264999 Black on one side, white on the other.

Black Fabric  
Bottom Board Tape
Speciþcally made for patching and 
splicing bottom board paper used 
in mobile homes. Tears straight, 
no curl. Certiþed to meet the 
HUD speciþcation of the Ofþce 
of Mobile Home Standards. 2" 
x 60 yds. 

360703  24/Ctn.
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 Neat. A Flex-MendTM patch is almost invisible when used to repair 
 damaged woven polyethylene bottomboards.

 Quick. Simply cut the right size patch and peel off the paper release  
 liner. In just seconds, the entire hole or tear is covered permanently!

 Waterproof. Both the substrate and the adhesive are unaffected by
  moisture or water.

 Strong. An attempt to remove the patch will result in destruction of 
 the patched area.

 Permanent. Neither the substrate or adhesive will deteriorate.

 Unaffected by Cold. Flex-MendTM can be applied in below-
 freezing temperatures and will hold regardless of the season.

360002   28" x 100'; 6 rolls/Ctn.
360003   28" x 50'; 10 rolls/Ctn.
360004 28" x 25'; 20 rolls/Ctn.

FLEX-MEND
Mending Tape

360005   Kit; 15 Kits/Ctn.

Do-It-Yourself  Mending Kit

Easy-to-use tape form, perfect for small jobs.  
4" x 180' Roll. Boxed.

360006   

FLEX-MEND
Economy Strip
Same as above, only 4" x 165' roll with no adhesive. 
Boxed.

360011

FLEX-MEND
Bottom Closure 
Mending Material

Ten sq. ft. (54" x 28") of Flex-MendTM along with 20 sq. ft. (108" 
x 28") of woven polyethylene bottomboard (without adhesive) 
packed in a 2-1/2" diameter spiral tube. Repair small holes, 
tears and cuts by cutting patches from Flex-MendTM, or larger 
damaged areas where the original bottomboard is missing us-
ing bottomboard replacement material. Then, Flex-MendTM can 
be cut into strips and applied as a tape to seal the un-coated 
bottomboard patch in place. Application instructions are printed 
on the outside of each tube.

Flex-MendTM is a woven polyethylene 
fabric, solid-coated with a specially for-
mulated, very aggressive adhesive. An 
easily removed paper release is laminated 
to the fabric. With ordinary scissors, any 
size or shape patch or strip can be cut 
to þt the damaged area. All size rolls are 
shipped in a poly sleeve, and 100' rolls 
are individually boxed. Application instruc-
tions are packed with each roll.
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Easy-to-use tape form of mending 
material. Perfect for those small jobs 
of patching bottomboard.

360006  4" x 180' Roll

FLEX MEND
Mending Tape

Black Fabric  
Bottom 
Board 
Tape
Speciþcally made 
for patching and 
splicing bottom 
board paper used 
in mobile homes. 
Tears straight, no curl. Certiþed to meet 
the HUD speciþcation of the Ofþce of 
Mobile Home Standards. 2" x 60 yds. 

360703  24/Ctn.

Tacky Tape
For low, medium & high pres-
sure/high velocity air-carrying 
duct systems. Adheres to þ-
berglass, aluminum, steel and 
iron. Special release backing, 
easy to remove after position-
ing. 3/4" x 1/8" x 30'.

Black Butyl Tape

Top-quality, ready-to-use.  Permanent 
resilience and elongation. For problem 
areas such as between roof and side 
panels. Quick-release paper for easy 
application. 16/Ctn.

360115 2" x 30'
360117 3/4" x 30'

Webbing Strap

Black polypropylene strap for hanging 
ÿex-duct, etc. 1-3/4" tensile strength: 
440 lb. average; 3" tensile strength: 
640 lb. average.

262550 3" x 300'
262551 1-3/4" x 300'

HVAC Duct Tape

Meets UL 181B-FX  for duct installation 
with HVAC equipment. 2" x 60 yards.

360450

Seal-Tite  #620
Heavy Duty 
Bottom Board 
Tape

Premium black fabric tape with high 
tack -- a heavier adhesive layer, twice 
the thickness of economy cloth tapes, 
for jobs that require exceptionally 
high peel and sheer strength. 2" x 36 
yards/roll.  

360704   24/Ctn.

Perfect for those 
small patching jobs!

FLEX MEND
Economy  
Mending Tape

Same as above, only without paper 
backing.

360011  4" x 165' Roll

360800  24/Ctn.




